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2003 YZF-R6R/RC
Restricted Fuel Tank Breather/Fuel Filler Neck Drain Hose
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Symptom: Engine hesitation or lack of engine
power.  

Cause: During factory assembly, the fuel
tank breather and/or filler neck drain
hose could have been kinked.  

Remedy: Check the hose(s) for kinking and
straighten, if necessary, according to
the instructions in this bulletin.

Unsold 
Units: At Predelivery Inspection (PDI), inspect all units in the affected range. If necessary,

eliminate any kinking of the fuel tank breather and filler neck drain hoses.

Sold Units: Please contact your customers to arrange a convenient time to have the unit inspected
and, if necessary, the free hose correction service performed.

Parts 
Required: No.

Warranty: Submit a Service-Per-Bulletin (90 Code) Warranty Request if a kinked hose had to be
straightened.

YZF-R6R: RJ06E-000012 ~ 000591
YZF-R6RC: RJ04Y-000004 ~ 000103

POSSIBLE KINKED
HOSE(S)



Perform the following procedure:

1. Locate and inspect the fuel tank breather and
filler neck drain hoses for kinking (drain hose
only for YZF-R6RC). The hoses are located
between the tank and the right side frame
(see photo below for location).

2. If the hoses are not kinked, no further action
is necessary. 

3. If the hoses are kinked (see following photo
for example), remove the coolant reservoir
cover on the left side and pull the hose(s) to
straighten out the kink.

NOTE: The hose ends simply lay against the
inside of the lower left fairing panel (see photo
below). 

4. Reinstall the coolant reservoir cover.

NOTE: Be sure to verify correct routing of all
hoses (refer to the routing diagrams in the
Service Manual, LIT-11616-12-62) whenever the
fuel tank is removed and reinstalled.
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Service of all affected units is authorized regardless of warranty status. To receive credit for labor after
eliminating a kink in a hose, submit a Service Per Bulletin Warranty Claim using Problem Code 90RZ.
The labor allowance for this modification is 0.4 hr. 

KINKED HOSE
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